Technical Data

Model reference indoor unit ' RAS-B10U2FVG-E
Nominal cooling kw 2.7
Nominal heating kw 4.0
UK cooling kW 2.44
UK sensible cooling kW 2.03
UK heating kw 2.05
Air flow (high/low) m/h 510/258
Sound pressure (high/low) dB(A) { 39/26
Dimensions (H x W x D) mm 600 x 700 x 220
Unit weight kg 13
Technical Data
Model reference indoor unit 'RAS-B13U2FVG-E
Nominal cooling kW 3.7
Nominal heating kW 5.0
UK cooling kW 3.42
UK sensible cooling kW 2.74
UK heating kW 2.61
Air flow (high/low) m/h 552/270
Sound pressure (high/low) dB(A) 140727
Dimensions (H x W x D) mm 600 x 700 x 220
Unit weight kg 13
Technical Data
Model reference indoor unit ' RAS-B18U2FVG-E
Nominal cooling kw 5.0
Nominal heating kW 6.0
UK cooling kw 4.88
UK sensible cooling kw 13.57
UK heating kw 3.83
Air flow (high/low) ‘mi/h 642/366
Sound pressure (high/low) dB(A) 146/34
Dimensions (H x W x D) mm 600 x 700 x 220
Unit weight kg 16




